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1
SMALL MODULAR REACTOR SAFETY
SYSTEMS

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is related to U.S. patent application Ser.
No. 13/495,069, filed concurrently herewith.

BACKGROUND

1. Field

This invention pertains generally to small modular pres-
surized water reactors and, more particularly, to a system for
passively cooling a small modular reactor after the reactor has
been tripped.

2. Related Art

In a nuclear reactor for power generation, such as a pres-
surized water reactor, heat is generated by fission of a nuclear
fuel such as enriched uranium, and transferred into a coolant
flowing through a reactor core. The core contains elongated
nuclear fuel rods mounted in proximity with one another in a
fuel assembly structure, through and over which the coolant
flows. The fuel rods are spaced from one another in co-
extensive parallel arrays. Some of the neutrons and other
atomic particles released during nuclear decay of the fuel
atoms in a given fuel rod pass through the spaces between fuel
rods and impinge on fissile material in adjacent fuel rods,
contributing to the nuclear reaction and to the heat generated
by the core.

Movable control rods are dispersed throughout the nuclear
core to enable control of the overall rate of the fission reac-
tion, by absorbing a portion of the neutrons, which otherwise
would contribute to the fission reaction. The control rods
generally comprise elongated rods of neutron absorbing
material and fit into longitudinal openings or guide thimbles
in the fuel assemblies running parallel to and between the fuel
rods. Inserting a control rod further into the core causes more
neutrons to be absorbed without contributing to fission in an
adjacent fuel rod; and retracting the control rods reduces the
extent of neutron absorption and increases the rate of a
nuclear reaction and the power output of the core.

FIG. 1 shows a simplified conventional nuclear reactor
primary system, including a generally cylindrical pressure
vessel 10 having a closure head 12 enclosing a nuclear core 14
that supports the fuel rods containing the fissile material. A
liquid coolant, such as water or borated water, is pumped into
the vessel 10 by pump 16 through the core 14 where heat
energy is absorbed and is discharged to a heat exchanger 18
typically referred to as a steam generator, in which heat is
transferred to a utilization circuit (not shown) such as a steam
driven turbine generator. The reactor coolant is then returned
to the pump 16 completing the primary loop. Typically, a
plurality of the above described loops are connected to a
single reactor vessel 10 by reactor coolant piping 20.

Commercial power plants employing this design are typi-
cally on the order of 1,100 megawatts or more. More recently,
Westinghouse Electric Company LL.C has proposed a small
modular reactor in the 200 megawatt class. The small modu-
lar reactor is an integral pressurized water reactor with all
primary loop components located inside the reactor vessel.
The reactor vessel is surrounded by a compact, high pressure
containment. Due to both the limited spaced within the con-
tainment and the low cost requirement for integral pressur-
ized light water reactors, the overall number of auxiliary
systems needs to be minimized without compromising safety
or functionality. For that reason, it is desirable to maintain
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most of the components in fluid communication with the
primary loop of the reactor system within the compact, high
pressure containment.

Typical conventional pressurized water reactor designs
make use of active safety systems that rely on emergency AC
power after an accident to power the pumps required to cool
down the reactor and spent fuel pool. Advanced designs, like
the AP1000®, offered by Westinghouse Electric Company
LLC, make use of passive safety systems that only rely on
natural circulation, boiling and condensation to remove the
decay heat from the core and spent fuel pool. It is desirable to
apply these passive safety system principals to a small modu-
lar reactor design and preferably simplify the design, while
still maintaining the safety margins.

Accordingly, it is an object of this invention to provide a
passive safety system for a small modular reactor that can
identify the occurrence of a loss of coolant accident or a main
steam line break and initiate a series of events within a pres-
surized containment of the small modular reactor to cool the
reactor over an extended period of approximately five to
seven days without outside intervention.

It is a further object of this invention to provide such a
passive safety system that has a simplified design, which
consolidates components over that previously employed in
advanced larger reactor designs.

SUMMARY

These and other objects are achieved by a modular nuclear
reactor system having a reactor pressure vessel with a remov-
able head; a primary coolant loop of a nuclear reactor
enclosed within the reactor pressure vessel; and a contain-
ment pressure vessel enclosing the reactor pressure vessel,
with the containment pressure vessel being substantially sub-
merged in a liquid pool.

In one embodiment, the modular nuclear reactor system
includes an in-containment pool system comprising a sump
for collecting reactor coolant escaping from the primary sys-
tem. The in-containment pool system is located within the
containment pressure vessel outside of the reactor pressure
vessel and includes means for passively recirculating reactor
coolant within the in-containment pool system and the sump
into the reactor pressure vessel in the unlikely event of a loss
of coolant accident. Preferably, the in-containment pool sys-
tem is connected to a cold leg of the primary coolant loop
through a check valve. The in-containment pool system may
further include an in-containment reservoir of reactor coolant
which is connected to the sump by check valves which open
automatically when the sump level is higher than the water
level in the in-containment pool system. Desirably, the modu-
lar nuclear reactor system includes a depressurization system
to equalize the pressure within the reactor pressure vessel and
the containment pressure vessel to facilitate the passive recir-
culation of reactor coolant during the unlikely event of a loss
of'coolant accident. Preferably, the depressurization system is
connected to the hot leg of the primary coolant loop. The
in-containment pool system may further include one or more
in-containment pool tanks containing reactor coolant, which
are supported at an elevation above a reactor core within the
reactor pressure vessel, wherein the in-containment tanks are
connected in fluid communication with the in-containment
reservoir.

The modular nuclear reactor system may also include one
or more core make-up tanks containing reactor coolant at a
pressure substantially equal to the pressure within the reactor
pressure vessel. The core make-up tanks are desirably sup-
ported within the containment pressure vessel at an elevation
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above the reactor core and are connected at an upper portion
of the core make-up tanks to a hot leg of the primary coolant
loop and at a lower portion of the core make-up tanks to a cold
leg of the primary coolant loop with an isolation valve
between the lower portion of the core make-up tanks and the
cold leg to isolate the lower portion from the cold leg of the
primary coolant loop during normal reactor operation. A sec-
ond depressurization subsystem is connected to the top of the
core makeup tanks.

A modular nuclear reactor system may also include a pas-
sive residual heat removal system for cooling the reactor
coolant within the core make-up tanks when the isolation
valve is in an open condition. Preferably, the passive heat
removal system has a first heat exchanger with a primary side
and a secondary side. The primary side of the first heat
exchanger is in fluid communication with the reactor coolant
in the core make-up tank and the secondary side of the first
heat exchanger is in fluid communication with a primary side
of a second heat exchanger having a secondary side in fluid
communication with an ultimate heat sink pool; with the
ultimate heat sink pool extending to an elevation above the
containment pressure vessel. In one embodiment, the ulti-
mate heat sink pool is in fluid communication with means for
replenishing the liquid pool that the containment pressure
vessel is substantially submerged in, when the liquid in the
pool drops below a preselected level.

A modular nuclear reactor system may also include a pro-
tection and safety monitoring system which is configured to
monitor the occurrence of any design basis event including a
loss of coolant accident or a steam line break and upon such
occurrence issue a control signal to open the isolation valve
associated with the core make-up tanks. The protection and
safety monitoring system may additionally monitor the reac-
tor coolant level within the core make-up tanks and when the
reactor coolant within the core make-up tanks goes below a
pre-selected level, the protection and safety monitoring sys-
tem issues a control signal to activate the depressurization
system. Desirably, activation of the depressurization system
also activates vent valves on the in-containment pool tanks
that vent an interior of the in-containment pool tanks to the
interior of the containment pressure vessel. The in-contain-
ment pool tanks are configured to drain into the core through
the in-containment reservoir when the pressure in the reactor
pressure vessel substantially equals the pressure in the con-
tainment pressure vessel.

In still another embodiment, the reactor pressure vessel
includes a steam generator heat exchanger having a primary
side as part of the primary coolant loop of the nuclear reactor
and a secondary side connected in a closed loop with a steam
drum located outside of the containment pressure vessel. The
secondary side of the steam generator heat exchanger has
steam generator isolation valves for isolating the secondary
side of the steam generator heat exchanger from the steam
drum. The protection and safety monitoring system is addi-
tionally configured to monitor for a primary or secondary side
break and when the break is detected, the protection and
safety monitoring system issues a safeguards signal to the
steam generator isolation valves that isolate the steam gen-
erator heat exchanger from the steam drum in response to the
safeguards signal.

BRIEF DESCRIPTION OF THE DRAWINGS

A further understanding of the invention claimed hereafter
can be gained from the following description of the preferred
embodiments when read in conjunction with the accompany-
ing drawings in which:
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FIG. 1 is a simplified schematic of a conventional nuclear
reactor system,

FIG. 2 is a perspective view, partially cut away, showing a
small modular integral reactor system incorporating one
embodiment of this invention;

FIG. 3 is an enlarged view of the reactor shown in FIG. 2;

FIG. 4 is a schematic view of the reactor containment
shown in FIG. 2, which supports an understanding of the
operation of the core make-up tanks including the operation
of the outside reactor containment components of the com-
bined passive residual heat removal system and high head
water injection system of one embodiment of the passive
safety systems of this invention and the outside containment
steam drum portion of the steam generator; and

FIG. 5 is a schematic view of another embodiment of this
invention which incorporates the operation of the core make-
up tanks and residual heat removal system in combination
with an in-containment pool system for recirculating reactor
coolant that has escaped from the reactor pressure vessel into
the containment pressure vessel.

DESCRIPTION OF THE PREFERRED
EMBODIMENT

FIGS. 2, 3, 4 and 5 illustrate a small modular reactor design
which can benefit from the passive heat removal system, high
head water injection system and recirculation system claimed
hereafter. FIG. 2 shows a perspective view of the reactor
containment of a modular reactor design to which this inven-
tion can be applied. The reactor containment illustrated in
FIG. 2 is partially cut away, to show the reactor pressure
vessel and its integral, internal components. FIG. 3 is an
enlarged view of the reactor pressure vessel shown in FIG. 2.
FIG. 4 is a schematic view of one embodiment of the reactor
and some of the reactor auxiliary systems, including an ulti-
mate heat sink and secondary heat exchange loop of the
combined passive heat removal system and high head water
injection system of one embodiment of this invention. FIG. 5
is a schematic view of another embodiment of the passive
safety system of this invention, which includes the major
components of the extended passive core cooling and coolant
recirculation system of this invention. Like reference charac-
ters are used among the several figures to identify correspond-
ing components.

In an integral pressurized water reactor such as illustrated
in FIGS. 2, 3, 4 and 5, substantially all of the components
typically associated with the primary side of a nuclear steam
supply system are contained in a single reactor pressure ves-
sel 10 that is typically housed within a high pressure contain-
ment vessel 34 capable of withstanding pressures of approxi-
mately 250 psig, along with portions of the safety systems
associated with the primary side of the nuclear steam supply
system. The primary components housed within the reactor
pressure vessel 10 include the primary side of a steam gen-
erator, reactor coolant pumps 28, a pressurizer 22 and the
reactor itself. The steam generator system 18 of a commercial
reactor, in this integral reactor design, is separated into two
components, a heat exchanger 26 which is located in the
reactor vessel 10 above the reactor upper internals 30 and a
steam drum 32 which is maintained external to the contain-
ment 34 as shown in FIGS. 4 and 5. The steam generator heat
exchanger 26 includes within the pressure vessel 10/12,
which is rated for primary design pressure and is shared with
the reactor core 14 and other conventional reactor internal
components, two tube sheets 54 and 56, hot leg piping 24
(also referred to as the hot leg riser), heat transfer tubes 58
which extend between the lower tube sheet 54 and the upper
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tube sheet 56, tube supports 60, secondary flow baffles 36 for
directing the flow of the secondary fluid medium among the
heat transfer tubes 58 and secondary side flow nozzles 44 and
50.

The heat exchanger 26 within the pressure vessel head
assembly 12 is thus sealed within the containment 34. The
external-to-containment steam drum 32 is comprised of a
pressure vessel 38, rated for secondary design pressure. The
external-to-containment steam drum 32 includes centrifugal
type and chevron type moisture separation equipment, a feed
water distribution device and flow nozzles for dry steam, feed
water, recirculating liquid and wet steam, much as is found in
a conventional steam generator design 18.

The flow of the primary reactor coolant through the heat
exchanger 26 in the head 12 of the vessel 10 is shown by the
arrows in the upper portion of FIG. 3. As shown, heated
reactor coolant exiting the reactor core 14 travels up and
through the hot riser leg 24, through the center of the upper
tube sheet 56 where it enters a hot leg manifold 74 where the
heated coolant makes a 180° turn and enters the heat transfer
tubes 58 which extend through the upper tube sheet 56. The
reactor coolant then travels down through the heat transfer
tubes 58 that extend through the lower tube sheet 54 transfer-
ring its heat to a mixture of recirculated liquid and feedwater
that is entering the heat exchanger through the sub-cooled
recirculation input nozzle 50 from the external steam drum
32, in a counterflow relationship. The sub-cooled recirculat-
ing liquid and feedwater that enters the heat exchanger 26
through the sub-cooled recirculation input nozzle 50 is
directed down to the bottom of the heat exchanger by the
secondary flow baffles 36 and up and around heat exchange
tubes 58 and turns just below the upper tube sheet 56 into an
outlet channel 76 where the moisture-laden steam is funneled
to the wet steam outlet nozzle 44. The wet saturated steam is
then conveyed to the external steam drum 32 where it is
transported through moisture separators which separate the
steam from the moisture. The separated moisture forms the
recirculated liquid which is combined with feedwater and
conveyed back to the sub-cooled recirculation input nozzle 50
to repeat the cycle.

Both conventional pressurized water reactor designs and
advanced pressurized water reactor designs (such as the
AP1000® offered by the Westinghouse Electric Company
LLC, Cranberry Township, Pa.) make use of both decay heat
removal systems and high head injection systems to prevent
core damage during accident scenarios. In the Westinghouse
small modular reactor design, illustrated in FIGS. 2, 3,4 and
5, cost and space constraints limit the capability of these
systems as currently implemented in the larger pressurized
water reactors. This invention combines the passive decay
heat removal, high head water injection and recirculation
functions into a single, simple, integrated system. This com-
bined safety system greatly simplifies the integral reactor
design as compared to the larger pressurized water reactor
safety systems, and allows for comparable reactor protection
capabilities during accidents at a decreased cost and with
lower spatial requirements. The embodiment of the invention
claimed hereafter which is described herein includes a novel
recirculation system design that can continuously cool the
reactor core for approximately seven days without operator
action or the use of external power. The initial passive cooling
time may be further extended by replenishing the water in an
ultimate heat sink pool outside the containment as will be
described hereafter.

As can be viewed from FIGS. 2-5, the safety system of this
invention includes three basic functions: a high head water
injection function in which water under pressure is forced into
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the core in a recirculation loop through the core make-up
tank; a residual heat removal system which cools the reactor
coolant circulating through the core make-up tank; and a core
recirculation system that continually recirculates coolant
through the core. The combined high head water injection
function and residual passive heat removal function can be
understood by referring to FIGS. 2-4, which show a combined
core make-up tank/passive residual heat removal heat
exchanger 40/42 located within the containment vessel 34,
with the passive residual heat removal heat exchanger 42
located within the core make-up tank 40. The passive residual
heat removal heat exchanger 42 includes an inlet plenum 43 at
the top end of the core make-up tank and an outlet plenum 46
atthe lower end of the core make-up tank. An upper tube sheet
48 separates the upper inlet plenum 43 from a secondary fluid
plenum 64 and a lower tube sheet 52 separates the lower outlet
plenum 46 from the secondary fluid plenum 64. A tube bundle
62 of heat exchange tubes extends between the upper tube
sheet 48 and the lower tube sheet 52. Accordingly, primary
fluid from the hot leg of the core 82, supplied through the inlet
piping 84 enters the inlet plenum 43, is conveyed through the
tube bundle 62 to the outlet plenum 46 and is returned to the
cold leg 78 of the core 14 through the outlet piping 88. The
coolant passing through the tube bundle 62 transfers its heat
to a secondary fluid in the secondary fluid plenum 64 between
the tube sheets 48 and 52. A secondary fluid enters the sec-
ondary fluid plenum 64 through the secondary fluid inlet
piping 66, absorbs the transferred heat from the tube bundle
62 and exits through the secondary fluid outlet piping 68. The
height of the core make-up tank 40, i.e., the elevation at which
the core make-up tank is supported, is maximized in order to
facilitate high natural circulation flows. During steady state
operation, the core make-up tank 40 and the primary tube side
of the passive residual heat removal heat exchanger 42 is
filled with cold, borated water at the same pressure as the
reactor coolant. This water is prevented from flowing into the
reactor pressure vessel 40 by a valve 80 on the exit piping 88
on the bottom of the core make-up tank 40.

During accident conditions, the reactor protection and
safety monitoring system signals the opening of the valve 80,
allowing the cold, borated core make-up tank water to flow
down through the exit piping 88 and into the cold leg 78 of the
reactor pressure vessel 10. Concurrently, hot reactor coolant
then flows from the core exit region 82 into the core make-up
tank 40 through the inlet piping 84, and then into the core
make-up tank inlet plenum 43. The hot reactor water then
flows down through the tubes within the tube bundle 62 of the
passive residual heat removal heat exchanger 42, and is
cooled by cold secondary water flowing through the shell side
of the passive residual heat removal heat exchanger in the
secondary fluid plenum 64.

The secondary water which is pressurized to prevent boil-
ing, then flows upward through piping 68 to a second heat
exchanger 72 in the ultimate heat sink tank 70, where it
transfers heat to the cold water in the tank 70. The now cooled
secondary water flows down through the return piping 66, and
into the core make-up tank shell side 64 of the heat exchanger
42 to repeat the process. Both the ultimate heat sink loop and
the core make-up tank primary loop are driven by natural
circulation flows. The core make-up tank primary loop flow
continues to remove heat from the reactor even after steam
enters the core make-up tank inlet piping 84.

During an accident in which coolant is lost from the reactor
pressure vessel 10, the water level in the reactor vessel drops
as the passive residual heat removal heat exchanger 42
removes decay heat from the reactor 10. When the water level
drops below the core make-up tank inlet piping entrance at the
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core exit region 82, steam enters the inlet piping and breaks
the natural circulation cycle. At this point, the inventory of the
core make-up tank (excluding the secondary shell side 64 of
the passive residual heat removal heat exchanger) flows
downward through the outlet piping under the steam pressure
and into the reactor pressure vessel cold leg 78, effectively
serving as a high head injection. This combined high head
injection from the core make-up tank and residual heat
removal heat exchanger combination is more fully described
in application Ser. No. 13/495,069, filed concurrently here-
with.

The embodiment illustrated in FIG. 5 combines the fea-
tures of the combined core make-up tank high head injection
and residual heat removal system with an in-containment
reactor recirculation system that provides core cooling, with-
out outside power, over an extended period.

In one preferred embodiment of the small modular reactor
safety system, illustrated in FIG. 5, the integral reactor vessel
10 is inside a small high pressure containment vessel 34 as
previously mentioned with regard to FIG. 4. The containment
vessel 34 is substantially submerged in a pool of water 90 to
provide external cooling to the vessel. Inside the vessel is an
in-containment pool system 92 that comprises in-contain-
ment pool reservoirs 94 connected to in-containment pool
tanks 96 located at an elevation above the reactor core 14. The
in-containment pool reservoir 94 is split in two halves, each
connected to one in-containment pool tank 96. The core
make-up tanks 40, of which there can be one or more, are also
located inside the containment, as previously mentioned, at
an elevation above the core. The top of each core make-up
tank is coupled to the hot leg at the core exit region 82 of the
reactor vessel above the core 14, while the bottom of the core
make-up tank is connected to the direct vessel injection
nozzle 100 in the cold leg of the reactor primary coolant loop
downstream of the reactor coolant pumps 28. Residual heat
removal heat exchangers 42 are included within the core
make-up tanks 40 to conduct heat out of the system as here-
tofore described. The primary side of the residual heat
removal heat exchangers are coupled to the core exit region
82 and cold leg 78 of the reactor pressure vessel 10. The
residual heat removal heat exchanger secondary side is con-
nected to heat exchangers in the ultimate heat sink pools 70.
The ultimate heat sink pools 70 are placed at a higher eleva-
tion than the containment 34. This secondary side cooling
loop of the residual heat removal system heat exchangers is
pressurized using accumulators.

Automatic depressurization system valves 102 are con-
nected to independent lines to the hot leg 82 of the reactor
vessel 10. A second set of depressurization valves is con-
nected to the top of each core makeup tank. The purpose of
these valves is to depressurize the reactor and equalize the
pressure between the containment volume and the reactor
vessel volume. This is necessary to recirculate water into the
reactor from the containment pressure vessel under gravity.
On each core make-up tank cold leg 88, a normally closed, fail
open valve 80 prevents flow through the core make-up tank
during normal operation. After an accident, these valves will
open to allow cold, borated water that is inside the core
make-up tank during normal operation to flow into the reactor
through natural circulation. This natural circulation is initi-
ated by the temperature difference between the hot leg con-
nection line and the cold borated water initially in the core
make-up tank during normal operation. It should be noted that
the core make-up tank, i.e., the primary side of the residual
heat removal heat exchanger 42, is pressurized to a level
substantially equal to that encountered within the reactor
vessel 10. The recirculation of coolant through the core is
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sustained by the cooling of the water that flows into the core
make-up tank primary side by the secondary natural circula-
tion loop of the residual heat removal heat exchanger that is
cooled by the ultimate heat sink pool 70. Flow through the
secondary loop of the residual heat removal heat exchanger is
initiated by heating of the secondary water inside the core
make-up tank and sustained by the cooling of the secondary
water in the ultimate heat sink heat exchanger.

The in-containment pool system 92 is connected through
the in-containment pool reservoirs 94 to sump injection
nozzles through check valves 104. The check valves allow
flow from the in-containment pool system through the in-
containment pool reservoirs 94 to the reactor coolant system.
The in-containment pool system 92 is also connected to a
lower portion of the containment interior volume or contain-
ment sump 98 through check valves and normally closed,
in-vessel retention valves 106. The check valves allow flow
from the containment sump 98 to the in-containment pool
system 92. The in-vessel retention valves 106 allow the water
in the in-containment pool system 92 to flow into the reactor
vessel cavity and cool the exterior of the reactor vessel pre-
venting the core from melting through the reactor vessel wall.

The steam generator secondary side 108 is connected to an
external steam drum 32 that separates the wet steam coming
from the steam generator heat exchanger into dry steam and
water. The heat removal capability of the water in the steam
drum may also be used after an accident. The operation of the
steam generator is more fully described in application Ser.
No. 13/495,050, filed concurrently herewith. The steam drum
32 can be isolated by closing off the isolation valves 110 and
112.

The operation of the safety system can be demonstrated
through a review of the sequence of events that will occur
following a postulated loss of coolant accident. A loss of
coolant accident occurs when a primary pipe breaks inside the
containment. As there are no large primary pipes in an integral
reactor, the primary pipe break will be on auxiliary connec-
tions to the reactor like the pressurizer spray line on the
pressurizer 22 or the connections to the core make-up tanks
40. These lines will be limited in diameter to under six inches.

The first step in a loss of coolant accident sequence is the
diagnosis by the protection and safety monitoring system 114
that an event is in progress. The protection and safety moni-
toring system then generates a protection system signal which
results in the insertion of the control rods into the core 14 and
atrip of the reactor coolant pumps 28. The steam drum 32 will
be isolated from the turbine by closing off the main steam line
116 and the feedwater recirculation line from the steam drum
to the Steam Generator.

The second step is opening the valves 80 below the core
make-up tanks 40 which results in the cold, borated water in
the core make-up tanks being forced into the core, cooling it
and keeping the core covered. The residual heat removal heat
exchangers are also activated, and this initiates the natural
circulation cooling flow from the hot leg, through the heat
exchanger and into the cold leg. The secondary side cooling
loop of the residual heat removal heat exchangers will trans-
fer the heat to the ultimate heat sink pools 70. This cooling
will continue until the water level in the reactor has dropped
below the hot leg residual heat removal inlet connections in
the reactor vessel 10. At this point, the water in the core
makeup tanks starts to drain into the cold leg.

A low water level in the core make-up tanks or another
actuation signal will actuate the automatic depressurization
system valves 102, equalizing the pressure between the reac-
tor volume and the containment volume. As soon as the pres-
sure in the reactor is low enough, the in-containment pool
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tanks 96 (only one of which is shown) will drain into the
reactor under gravity through the in-containment pool reser-
voirs 94 and the check valves 106. The vent valves 120 on the
in-containment pool tanks 96 will open with the automatic
depressurization system valves 102 permitting the tanks to
drain. The water in the in-containment pool tanks 96 will
replenish the water in the core, keeping the core covered as
the water in the reactor boils off, releasing steam into the
containment 34 through the automatic depressurization sys-
tem valves 102.

The steam inside the containment 34 then condenses on the
cold containment vessel, which is submerged in the water
pool 90 which is covered by a vented removable radiation
shield 124. The condensed steam will collect in the bottom of
the containment in the sump 98, with the water level rising as
more steam is condensed on the cold containment vessel wall.
When the water level in the in-containment pool tanks 96
reaches a sufficient level, check valves will open allowing the
water inside the containment to flow from the sump 98 into
the in-containment pool reservoirs 94 and back into the reac-
tor through sump injection nozzles 100. This creates a con-
tinuous cooling loop with water in the reactor boiling off and
the steam released into the containment through the auto-
matic depressurization system valves 102. The steam conden-
sate then flows back into the reactor through the in-contain-
ment pool system 90 under natural circulation. Through this
process, the decay heat is transferred from the core to the
water outside the containment 34. The water pool 90 outside
the containment may boil off but can be replenished from the
ultimate heat sink pool 70 through float valves 122. The
combined water in the ultimate heat sink pools 70 and outside
containment pool 90 is sufficient to cool the reactor for at least
seven days. After that, either the ultimate heat sink water
should be replenished via connections in the ultimate heat
sink pools that allow for the addition of inventory to extend
the cooling operation, or AC power should be restored to cool
the ultimate heat sink pools.

The postulated main steam line break inside the contain-
ment event makes use of additional features of the safety
systems of the embodiments described herein. In this case,
the protection and safety monitoring systems will diagnose
that a main steam line break event is in progress and send a
signal to isolate the steam drum 32 from the containment 34
by closing the steam drum isolation valves 110 and 112,
preventing the steam drum water inventory from entering the
containment or interacting with the steam generator tubes
within the reactor vessel head 12. A reactor trip signal will
also be generated, if the reactor is operating at power. The
valves 80 below the core make-up tanks will then be opened,
starting the delivery of borated water to the core 14. Any
reactivity excursion will be terminated by the delivery of
borated water to the core. The decay heat will be transferred
by way of the residual heat removal heat exchangers 42 to the
ultimate heat sink pools 70, which will increase in tempera-
ture until they boil. The volume of the ultimate heat sink pools
is enough to cool the reactor for at least seven days. After that,
either the ultimate heat sink water should be replenished or
AC power should be restored to cool the ultimate heat sink
pools. The protection and safety monitoring system 114, the
in-vessel retention valves 106, the steam drum isolation
valves 110, 112, the in-container pool tank vent valves 120,
the automatic depressurization valves, and the core make-up
tank isolation valve do not rely on the availability of AC
power.

While specific embodiments of the invention have been
described in detail, it will be appreciated by those skilled in
the art that various modifications and alternatives to those
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details could be developed in light of the overall teachings of
the disclosure. Accordingly, the particular embodiments dis-
closed are meant to be illustrative only and not limiting as to
the scope of the invention which is to be given the full breadth
of'the appended claims and any and all equivalents thereof.

What is claimed is:

1. A modular nuclear reactor system comprising;

a reactor pressure vessel having a removable head;

a primary coolant loop of the nuclear reactor enclosed
within the reactor pressure vessel for circulating a pri-
mary coolant within the reactor pressure vessel;

a containment pressure vessel enclosing the reactor pres-
sure vessel, the containment pressure vessel being sub-
stantially submerged in a liquid pool;

an in-containment pool system located within the contain-
ment pressure vessel, outside of the reactor pressure
vessel and at least in part occupying a lower portion of
the containment pressure vessel below an upper eleva-
tion of a reactor core housed within the reactor pressure
vessel, the in-containment pool system having a reserve
reservoir of the primary coolant that is isolated from the
primary coolant loop during normal reactor operation,
with the reserve reservoir connected to an inlet to the
reactor pressure vessel;

a sump, normally isolated from the in-containment pool
system, at least in part extending into a lower portion of
the containment pressure vessel, for collecting the pri-
mary coolant escaping out of the primary coolant loop
and into the containment pressure vessel; and

a circulation system configured to passively circulate, by
natural circulation by convection, the primary coolant
from the sump through at least a portion of the in-con-
tainment pool system and into the reactor pressure ves-
sel upon a preselected operating condition of the modu-
lar reactor system.

2. The modular nuclear reactor system of claim 1 wherein
the in-containment pool system is connected to a cold leg of
the primary coolant loop through a check valve.

3. The modular nuclear reactor system of claim 1 wherein
a portion of the in-containment pool system reservoir of the
primary coolant is connected to the sump through a sump
check valve and a sump injection nozzle that opens a nor-
mally closed fluid communication path from the sump to the
in-containment pool system reservoir when the reactor pres-
sure vessel is in a depressurized condition and a level of the
primary coolant within the sump reaches a given level.

4. The modular nuclear reactor system of claim 3 including
a depressurization system for equalizing the pressure within
the reactor pressure vessel and the containment pressure ves-
sel.

5. The modular nuclear reactor system of claim 4 including
one or more in-containment pool tanks containing reactor
coolant wherein the in-containment pool tanks are supported
within the containment pressure vessel, outside of the reactor
pressure vessel, at an elevation above the reactor core within
the reactor pressure vessel, wherein the in-containment pool
tanks are connected to and in fluid communication with the
reserve reservoir.

6. The modular nuclear reactor system of claim 5 including
one or more core makeup tanks containing primary coolant at
apressure substantially equal to a pressure within the reactor
pressure vessel during normal reactor operation, the core
makeup tanks being supported within the containment pres-
sure vessel outside of the reactor pressure vessel, at an eleva-
tion above the reactor core and being connected at an upper
portion of the core makeup tanks to a hot leg of the primary
coolant loop and at a lower portion of the core makeup tanks
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to a cold leg of the primary coolant loop, and an isolation
valve for isolating the lower portion of the core makeup tanks
from the cold leg of the primary coolant loop.

7. The modular nuclear reactor system of claim 6 including
apassive residual heat removal system for cooling the reactor
coolant within the core makeup tanks when the isolation
valve is in an open condition.

8. The modular nuclear reactor system of claim 7 wherein
the passive residual heat removal system has a first heat
exchanger with a primary side and a secondary side, the
primary side of the first heat exchanger is in fluid communi-
cation with the reactor coolant in the core makeup tank and
the secondary side of the first heat exchanger is in fluid
communication with a primary side of a second heat
exchanger having a secondary side in fluid communication
with an ultimate heat sink pool, the ultimate heat sink pool
extending to an elevation above the containment pressure
vessel.

9. The modular nuclear reactor system of claim 8 wherein
the ultimate heat sink pool is in fluid communication with
means for replenishing the liquid pool when the liquid pool
drops below a preset level.

10. The modular nuclear reactor system of claim 6 wherein
the depressurization system is connected to the hot leg of the
primary coolant loop.

11. The modular nuclear reactor system of claim 10 includ-
ing a second depressurization system connected to the core
makeup tank.

12. The modular nuclear reactor system of claim 6 wherein
the depressurization system is connected to the core makeup
tank.

13. The modular nuclear reactor system of claim 6 includ-
ing a protection and safety monitoring system which is con-
figured to monitor the occurrence ofa loss of coolant accident
ora steam line break and upon such occurrence issue a control
signal to open the isolation valve.

14. The modular nuclear reactor system of claim 13
wherein the protection and safety monitoring system is con-
figured to monitor the reactor coolant level within the core
makeup tank and when the reactor coolant within the core
makeup tank goes below a preselected level the protection
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and safety monitoring system issues a control signal to acti-
vate the depressurization system.

15. The modular nuclear reactor system of claim 14
wherein activation of the depressurization system also acti-
vate vent valves on the in-containment pool tanks that vent an
interior of the in-containment pool tanks to the containment
pressure vessel.

16. The modular nuclear reactor system of claim 15
wherein the in-containment pool tanks are configured to drain
into the core through the in-containment pool system reser-
voir when the pressure in the reactor pressure vessel substan-
tially equals the pressure in the containment pressure vessel
and the level of the primary coolant within the reactor pres-
sure vessel drops below a selected level.

17. The modular nuclear reactor system of claim 16
wherein an in-vessel retention valve in the in-containment
pool system is configured to be responsive to an electrical
signal which is issued under certain adverse operating condi-
tions to open the in-vessel retention valve to allow at least
some of the primary coolant within the in-containment pool
system to flow around an outside of a lower portion of the
reactor pressure vessel when the primary coolant in the in-
containment pool tanks drop below a predetermined level and
the primary coolant in the sump is above the given level.

18. The modular nuclear reactor system of claim 16
wherein the reactor pressure vessel includes a steam genera-
tor heat exchanger having a primary side as part of the pri-
mary coolant loop and a secondary side connected in a closed
loop with a steam drum located outside of the containment
pressure vessel, wherein the secondary side of the steam
generator heat exchanger has steam generator isolation valves
for isolating the steam generator heat exchanger from the
steam drum and wherein the protection and safety monitoring
system is configured to monitor for a primary or secondary
side break and when a primary or secondary side break is
detected the protection and safety monitoring system issues a
safeguards signal to the steam generator isolation valves that
isolate the steam generator heat exchanger from the steam
drum.



